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Background Introduction 

 

The new HFT series camera could not only provide 7*24 full-color monitoring, but also provide 

a linkage action of flashing light when some events are detected.  

The connected DVR should be –M series v4.20.200.  

If it’s connected to other DVR, Trigger Alarm Output will be enabled automatically and will not 

be changed. 

 

 

How to use HFT colorvu camera 

PART 1: Smart Light Configuration 

(1) Go to Main Menu- Smart Light to turn on/off the supplement light; 

 

(2) The supplement light is set to OFF as default. You can set it to AUTO, which means the 

light would be on according to the illumination condition of the environment. 
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(3) The Threshold should be understood as sensitivity. The higher the value is (which ranges 

from 1~3), the easier the light would be on; 

The Level here (which ranges from 1~5) represents the intensity of light. If you set it to 5, it 

means it could reach the highest level of the intensity, while the real effect is still controlled 

by the camera itself according to the real illumination condition; 

 

 

PART 2: Linkage Action Configuration 

 

(4) In DVR local configuration interface configuration-Event-Smart Event, you find find there 

is a new option in the linkage action of all the events, which is the flashing light alarm; 

 

(5) Click the setting icon to set the arming schedule; 
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(6) If you have succeeded in configuring the flashing light alarm, the next time an event is 

detected, it would keep flashing for 5 seconds then stop. 
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